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LED Modules for all signage applications Vo5 Lens 3-LED Korean Chip
Protection Class..........commmnsnsnnininen P68

Operating Temperature..............ccve. -22°~158°F

Life Rating........cvenessiennns >50,000 hours

Fastening.......iviiiiiiinnns 3M tape & mechanical
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Wave- Intensity Wire
Part Number Beam CC’,F length Current Wattage length Module/ft
Angle (Kelvin) m/ (mA) ;
(nm) Lm Y
w
Z3V-05-W10-a4-072-K2 White 140° 10000K NA 88 63 60 0.72 3.1 2
Lens Z3V-05-W10-a7-072-K2 White 170° 10000K NA 93 67 60 0.72 3.1 2
3-LED 73V-05-R-a4-072-K2 140° NA 630 2 | 16 60 0.72 3.1 2
0.72W
Korean 73V-05-G-a4-072-K2 140° NA 520 67 48 60 0.72 3.1 2
Chi;
P 73V-05-B-a4-072-K2 140° NA 460 14 10 60 0.72 3.1 2
Z3V-05-Y-a4-072-K2 Yellow 140° NA 585 24 17 60 0.72 3.1 2

Power Supply Capacity (with 20% reserved power)

12 VDC Power 0.24W 0.48W 0.72W 1.20W 1.44W 1.50W
Supply per module per module per module per module per module per module
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Figure shown with 80% of rated power output. It is not recommended to exceed 80% of power capacity.
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